
+44 (0) 1306 712820     ©Funktion One Research Ltd 2012

35mm Top Hat

254mm
 [10"]

490mm
 [1'-7 5/16"]

345mm
 [1'-1 5/8"]

398mm
 [1'-3 11/16"]

600mm
 [1'-11 5/8"]

47mm
 [1 7/8"]

M10 Flypoints

60Hz - 19kHz
18kg (39lbs)

90° Horizontal x 40° Vertical
(rotatable)

2 x Speakon NL4

Frequency Response ±3dB:
Weight:
Nominal Dispersion:

Connectors:

12”
1”
*AES rated

Driver Sensitivity
(1W at 1m)

100dB 

Power
(rms*)

350W 

Nominal
Impedance

8Ω

Features:
·  Compact enclosure with high output
·  Wide dispersion
·  12” and 1” drivers optimised to Funktion One specification.
·  Excellent Sensitivity
·  High passive crossover point to HF driver for low distortion
·  Trapezoid shape and rotatable HF horn
·  M10 mounting and attachment points
·  Curved powder-coated mild steel grill
·  Integral pole mount

The F1201 is the newest addition to Funktion-One’s small speaker range. Using the ever-popular combina-
tion of a 12” driver and 1” compression driver the F1201 offers exceptional clarity and level over a wide 
range of frequencies. With Funktion One’s exceptional enclosure tuning and driver optimisation, no proces-
sor or system equalisation is required; maximising the fidelity, performance, natural simplicity and cost effec-
tiveness of this product.

The trapezoid shape combined with an HF horn that can be easily rotated through 90° facilitates simple 
horizontal or vertical deployment, as well as being part of horizontal and vertical arrays for larger dispersion. 
The F1201 works as a stand alone PA or for use in small clubs and bars, and is ideally suited for use with 
Infrabass 218 and F121 bass enclosures where low bass extension is needed.
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